











Configuration Software[V-SFT] = screen contguraton

Facilitates screen configuration and maintenance with various functions
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PC PC/AT compatibles with Windows
0s Windows98SE/ Me/ NT Version4.0/ 2000/ XP/ XP 64 Edition/ Vista 32bit/ Vista 64bit/ Win7 32bit/ Win7 64bit/ Win8 32bit/ Win8 64bit*
CPU Pentium Il 800MHz or higher (Pentium4 2.5GHz or higher is recommended.)
Memory 512MB or more
Hard disk For installation: 1GB or more space required
CD-ROM disk drive 24 times or faster
Display Resolution of 1,024 x 768 (XGA) or higher
Color indication High color (16 bit) or higher
Note Microsoft. NET Framework4.0 or 4.5 (Framework4.0 will be installed automatically in Windows XP/ Vista/ 7 PCs that do not have NET Framework4.0 or 4.5 already installed.)

*For installing in Windows NT Version4.0/ 2000/ XP/ XP 64 edition/ Vista 32bit/ Vista 64bit/ Win7 32bit/ Win7 64bit/ Win8 32bit/ Win8 64bit, administrator authorization is required.

*TS series is compatible with Ver.5.4.28.0 or later.

m Emulator

V-SFT Ver.5 allows debugging of the screen program on your PC.

Emulator Simulator

Auto Resizing J

Automatic resizing from QVGA (320x240) to WVGA
(800%480). Previous screen program can be used without
change.

Automatic
resizing

QVGA(320x240)

WVGA(800x480)
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Function Switches Display* J

Function switches on the previous models can be added to
the screen, and the screen program for the function switches
can be used as well.

Automatic arrangement of
function switches

*Two-step switch operation is not available.

compone“t Parts Integrated parts to facilitate screen configuration

Creating sophisticated screens by selecting parts with desired functions and macros.

Selection from Parts Library

You can easily create screens by selecting component parts
from the parts library and arranging them.

Addition to the Existing Program:_f

Component parts can be easily added to the unused area in
the existing screen program.

Existing screen program

Component parts

CEw [ AT [ e 0-999
[Post s 12 |-' o Used

P ¥ oy

1000-1099
H Arrangement Not used

£
of parts
1100-1999
Used

Since the screens in a component part are
independent, you can freely arrange them 2000-9999

regardless of the existing screen layout. o Not used >

E A variety of Component Parts

Screens Integrated in a Part

A component part consisting of some screens facilitates
quick screen configuration.

Component parts for a temperature controller

L)

( )

Parameter setting screen Trend screen Alarm screen

These screens can be used simply by selecting a component part.

- J

No Worry about Memory Shortage:_f

Extra memory is provided for component parts separately
from the memory for existing screens.

Component parts

Rk | AT (AL R :
[P e [ Prevamatars | : Extra memory $C
o sy Lt for component parts

4,096 words

Component parts with various functions can be selected from the parts list to create screens according to your purpose

easily.
( )
Temperature controller Inverter Robot controller 1/0 Monitor Calendar setting
Screen for monitoring Screen for monitoring Screen for monitoring Screen to monitor PLC /O Screen for date setting
and parameter setting of and parameter setting of and operation setting of of PLCs
temperature controllers inverters robots
& J
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DimenSiOnS and Part Names A variety of interfaces and options

TECHNQSHOT

Optimum system configuration is available in accordance with type of business, site needs, environment, etc.
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Part Names

@ Power supply terminal

@ Serial D-sub 9-pin (COM1)

© Serial D-sub 9-pin (COM2/COM3)

@ 100BASE-TX/10BASE-T connector (LAN)

® USB slave (Type mini B)
©® USB master (Type A)
@ DIP switch

© Battery
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|: Option

V-SFT-5 (Configuration software)*

Compatible OS:

Windows98SE/ Me/ NT Version4.0/
2000/ XP/ XP64 edition/

Vista 32bit/ Vista 64bit/

Win7 32bit/ Win7 64bit/

Win8 32bit/ Win8 64bit

*TS series is compatible with Ver.5.4.28.0 or later.

TS1070-WP /
TS1100-WP (Waterproof gasket)

Waterproof gasket for operation
panels (used when waterproof level ﬁ/}

IP65 is required)

|: System Configuration

USB-CFREC (CF card recorder (USB))

Used for recording or reading
data onto/from a CF card. Fitted
on the control panel.

UA-FR
(USB-A port cable)

Cable to connect to the
USB-A (slave) port.

_J

Ethernet —— USB-A —— Serial —— USB mini-B
Network
PC PC TS1070i PLC camera
LAN
TS1p70i %1%8
TS1{00i [com |
COM1 COM1
USB mini-B e USB mini-B [ coms|
v&. =) v&. =)
V-SFT-5 UsB-A| PLC V-SFT-5 UsB-A
P S P S
Prlnter U %‘ Pnnter _~
controller/  Te controller / Temperature controller /

Inverter

«

[
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Bar code reader

USB thumb drive

=

USB-CFREC

T\

Prlnter

[

]

Bar code reader

T

Mouse

!

Keyboard

Inverter

?

USB thumb drive

USB-CFREC

/

§

Prlnter

[

]

Bar code reader

T

Mouse

Inverter

4@

PLC

!

Keyboard

<
b

Bar code reader

®

PLC

¥

Temperature controller /
Inverter
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product.

A\ Safety Considerations

@ For safe operation, read the instruction manual or user manual that comes with the product
carefully or consult the distributor from which you purchased the product, before using the

@ Products introduced in this catalog have not been designed or manufactured for such
applications in a system or equipment that will affect human bodies or lives.

@ Customers, who want to use the products introduced in this catalog for special systems or
devices such as for atomic-energy control, aerospace use, medical use, passenger vehicle,
and traffic control, are requested to consult the Hakko Overseas Sales Section.

@ Customers are requested to prepare safety measures when they apply the products
introduced in this catalog to such systems or facilities that will affect human lives or cause
severe damage to property if the products become faulty.

@ For safe operation, wiring should be conducted only by qualified engineers who have sufficient
technical knowledge about electrical work or wiring.

improvements.

Notes to consider before purchasing

@ Appearance and specifications are subject to modification without prior notice due to technical

@ Colors in the catalog may differ from the actual colors due to printing inaccuracies.
@ Consult your distributor or us for further information about products in this catalog.

www.monitouch.com

Hakko Electronics Co., Ltd.

Overseas Sales Department
238 Kamikashiwano-machi,
Hakusan, Ishikawa 924-0035, Japan

oTel
+81-76-274-2144
*Fax
+81-76-274-5136
oE-mail
sales@hakko-elec.co.jp

9027NEO

Distributor

* Other company and product names in this brochure are registered trademarks.
* Printed with environment-friendly soy ink. ©IL INK

* Product specifications and design are subject to modification.

* Combined images are used for the screen images.

* Product colors may differ from colors in brochure photos due to printing.

* Windows and Excel are trademarks of Microsoft (USA) in the U.S. and other countries. ?
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